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Nejodolnější fotoaparát a Full HD kamera s GPS a výškoměrem

 Full HD videokamera, GPSka, barometr, výškoměr i kompas a 3D fotoaparát vás budou v jediném obrněném těle FT3 následovat kamkoli se vydáte!

Praha, 25. ledna 2011 – Nezáleží na tom, jestli s novým odolným Lumixem FT3 pokoříte vrcholy hor, hlubiny moří nebo budete „jen“ pravidelně zaznamenávat váš každodenní život. FT3 se hodí pro každou situaci a v těch nejpodařenějších s ním můžete plynule přecházet z fotografování do fotografování i ve 3D nebo natáčení ve Full HD. Vaše vzpomínky pak budou opravdu jako „živé“. Nový obrněný model má kvalitní širokoúhlý objektiv LEICA a navíc špičkovou GPS jednotku s barometrem, výškoměrem a kompasem. Takže vám v každém okamžiku přesně sdělí, kde se nacházíte, kam míříte a co tam můžete vyfotografovat.

Přes svoje výjimečné schopnosti vypadá Lumix FT3 se zcela novým designem velmi elegantně. Přitom se skutečně nemusíte bát, že by přišel k úhoně. Přístroj s novým snímačem s rozlišením 12,3 MPix – snese pád ze dvou metrů, nevadí mu mráz do -10 stupňů, je dokonale prachotěsný a ve vodě se s ním lze potopit až do 12 m. Při běžném rekreačním potápění do hloubky 10 metrů mu proto nehrozí žádné poškození. Jeho neohroženost ocení i milovníci extrémních sportů.

Praktická optika a videozáznam v rozlišení Full HD bez kompromisů 

Lumix FT3 je vybaven velmi praktickým objektivem LEICA DC VARIO-ELMAR se širokoúhlým ohniskem, 4,6x optickým zoomem a vylepšeným optickým stabilizátorem. Rozsah ohniskové vzdálenosti odpovídá 28-128 mm u klasického fotoaparátu. Kromě běžného fotografování dokáže přístroj natáčet i videozáznamy v rozlišení Full HD (1920 x 1080 bodů). Fotoaparátů s touto funkcí je dnes více, to ale neznamená, že by všechny zaručovaly skutečně vyhovující kvalitu obrazu. Lumix FT3 ovšem v tomto ohledu žádné kompromisy nedělá. Vynikající práci odvádí fotoaparát především při natáčení pod vodou, které je v mnoha ohledech praktičtější než fotografování. Na rozdíl od mnohých jiných přístrojů s touto funkcí zachovává FT3 i pod hladinou dokonale věrné barevné podání. Při natáčení lze používat zoom a dokonce i pořídit běžný snímek, aniž by se natáčení přerušilo. Jako běžné fotografie lze použít i jednotlivá okénka videozáznamu, jejich kvalita 

bohatě stačí například k tisku do pohlednicového formátu nebo k použití na internetu. 

3D fotografie 

S Lumixem FT3 se nemusíte omezovat jen na běžné fotografování, můžete vyzkoušet i 3D snímky. Není k tomu zapotřebí žádné příslušenství, fotoaparát vše zvládne pomocí vlastní optiky. Po přepnutí do 3D režimu pořídíte podle pokynů na displeji několik snímků vybraného motivu z mírně odlišných úhlů a fotoaparát automaticky vybere dva z nich, které nejlépe vyhovují pro 3D zobrazení. 3D fotografie pořízené bez zvláštní námahy si lze pohodlně prohlížet na obrazovce jakékoli 3D TV. 

Další outdoorové funkce a vylepšená GPS jednotka 

Cestovatelům a dobrodruhům nabízí Lumix FT3 celou řadu praktických outdoorových funkcí. Najdeme zde kompas, výškoměr i barometr, který zároveň měří i hloubku ponoru při potápění. Vše korunuje vyspělý GPS systém s výrazně rozšířenou databází bodů zájmu – nově je jich celý milión. Pokud se tedy z divočiny vrátíte do civilizace, stačí jen zobrazit vlastní polohu na displeji a hned se dozvíte, co vás v okolí čeká za restaurace, kina apod. Geografické souřadnice každé pořízené fotografie GPS jednotka ukládá pro jejich snadné vyhledávání a archivaci.

Mnozí uživatelé jistě ocení i možnost posílat fotografie a videozáznamy na populární sociální sítě (Facebook, YouTube apod.) bez instalace jakéhokoli softwaru. Stačí připojit fotoaparát k počítači a snímky či záznamy odeslat. Lze k tomu tedy využít libovolné PC například v každé internetové kavárně. 

Inteligentní automatika a další funkce 

Systém inteligentní automatiky iA nemůže chybět u žádného fotoaparátu řady Lumix. Nedílnou součástí tohoto režimu je inteligentní výběr motivového programu, který podle aktuálních světelných podmínek automaticky zvolí jeden z přednastavených scénických režimů. Všechny tyto sofistikované funkce se nastavují zcela automaticky, stačí aktivovat režim inteligentní automatiky iA. Uživatelé se tak mohou těšit na výjimečně kvalitní snímky, aniž by se museli stát zkušenými fotografy. 

Model FT3 bude na našem trhu k dispozici v polovině března v metalických odstínech oranžové, červené a modré za MOC do 10 000 Kč.

O společnosti Panasonic

Panasonic Corporation je světovým leaderem ve vývoji a výrobě elektronických produktů pro širokou škálu spotřebitelských, obchodních a průmyslových aplikací. Společnost sídlící v japonské Ósace vykázala za finanční rok končící 31. březnem 2010 čisté konsolidované tržby ve výši 7 420 miliard japonských jenů (zhruba 56.6 miliard euro). Akcie společnosti jsou obchodovány na burzách v Tokiu, Ósace, Nagoji a New Yorku (NYSE: PC). Více informací o společnosti a značce Panasonic najdete na internetových stránkách http://panasonic.net.

DMC-FT3 Specifikace

	Metrics
	Dimensions (W x H x D)
	103.5 x 64.0 x 26.5 mm
 (4.07 x 2.52 x 1.04 in)

	
	Weight
	Approx. 175g without Battery and SD Memory Card (0.386 lb)

	
	　
	Approx. 197g with Battery and SD Memory Card (0.434 lb)

	Optics
	Pixels
	Camera Effective Pixels
	12.1 Megapixels

	　
	Sensor
	Sensor Size / Total Pixels / Filter
	1/2.33-type CCD sensor / 12.5 Megapixels / Primary Color Filter

	　
	Lens
	Aperture
	F3.3 - 5.9 / Iris Diaphragm (F3.3 - 10(W) / F5.9 - 18(T))

	　
	　
	Optical Zoom
	4.6x

	　
	　
	Focal Length
	f=4.9-22.8mm (28-128mm in 35mm equiv.)

	　
	　
	　
	(30-140mm in 35mm equiv. in movie recording)

	　
	　
	Extra Optical Zoom (EZ)
	5.7x (4:3 / 8M), 7.3x (4:3 / 5M), 9.1x (under 3M)

	　
	　
	Intelligent Zoom
	6x

	　
	　
	Lens
	LEICA DC VARIO-ELMAR

	　
	　
	　
	10 elements in 8 groups

	　
	　
	　
	(5 Aspherical Lenses /  6 Aspherical surfaces)

	　
	　
	Optical Image Stabilizer
	POWER O.I.S. (On / Off / Active Mode(only for motion picture))

	　
	　
	Digital Zoom
	4x

	　
	　
	　
	( Max. 18.4 x combined with Optical Zoom without Extra Optical Zoom )

	　
	　
	　
	(Max. 36.3 x combined with Extra Optical Zoom)

	　
	Focus
	Focusing Area
	Normal: Wide / Tele 30 cm - infinity

	　
	　
	　
	Macro / Intelligent AUTO/ movie recording: Wide 5 cm - infinity / Tele 30cm - infinity

	　
	　
	Focus Range Display
	Yes

	　
	　
	AF Assist Lamp
	 Yes (LED lamp in motion picture mode)  

	　
	　
	Focus
	Normal / AF Macro, Zoom Macro, Quick AF, AF Tracking
Continuous AF (only for motion picture)

	　
	　
	AF Metering
	Face / AF Tracking / 23pt / 1pt / Spot

	　
	Shutter
	Shutter Speed
	Still: 8 - 1/1300 sec
Starry Sky Mode : 15, 30, 60sec.

	　
	　
	Shutter Interval
	approx. 0.3 sec

	Recording
	iA
	Face Recognition
	Photo

	　
	　
	Optical Image Stabilizer
	Photo / Movie

	　
	　
	Intelligent ISO Control
	Photo

	　
	　
	Face Detection
	Photo / Movie

	　
	　
	Intelligent Scene Selector
	Photo (Portrait, Scenery, Night Portrait, Night Scenery, Sunset, Macro) 
Movie (Portrait, Scenery, Low Light, Macro)

	　
	　
	Intelligent Exposure
	Photo / Movie

	　
	　
	AF Tracking
	Photo

	　
	　
	Digital Red Eye Correction (Red-Eye Removal)
	Photo

	　
	　
	Intelligent Resolution Technology
	Photo / Movie

	　
	File
	File Format
	Still Image: JPEG(DCF/Exif2.3)

	　
	　
	　
	3D Image: MPO

	　
	　
	　
	Motion picture: AVCHD, QuickTime Motion JPEG

	　
	　
	AVCHD / AVCHD Lite REC
	PAL/NTSC

	　
	Interface
	Mode Switch
	[Playback] button

	　
	　
	One-Touch Movie Button
	Yes

	　
	Recording Modes
	Mode Dial / Mode Button
	Intelligent AUTO, Normal Picture, Sports, Snow, Beach&Snorkeling, Underwater,  SCN , 3D Photo

	
	
	Still Image Scene Mode
	Portrait, Soft Skin, Transform, Self-Portrait, Scenery, Panorama Assist, Night Portrait, Night Scenery, Handheld Night Shot, Food, Party, Candle Light, Baby1, Baby2, Pet, Sunset, High sensitivity, Hi-Speed Burst (Image priority, Speed priority), Flash Burst, Starry Sky, Fireworks, Aerial, Pinhole, Film Grain, High Dynamic (standard/ art/ B&W), Photo Frame

	　
	　
	Movie Scene Mode
	Portrait, Soft Skin, Transform, Self-Portrait, Scenery, Low Light, Food, Party, Candle Light, Sunset,  Aerial, Pinhole, Film Grain, Underwater, High Sensitivity, High Dynamic(Standard, Art, B&W)
(Activated by selecting Still Picture Scene Mode then pressing movie button. Still Picture Scene Modes without corresponding Movie Scene Mode is recorded in Normal Mode)

	　
	　
	　
	

	　
	　
	Continuous Shooting M
	Full-Resolution Image, 3.7 frames/sec, max. 7 imag.

	　
	　
	　
	High-speed Burst Mode: 

approx. 7 frames/sec (image priority)                                       approx. 10 frames/sec (speed priority)
(recorded in 3M for 4:3, 2.5M for 3:2, 2M for 16:9, 2.5M for 1:1)

	　
	　
	Motion Picture Recording (*2)
	4:3
VGA: 640 x 480 pixels, 30fps (Motion JPEG)

QVGA: 320 x 240 pixels, 30 fps (Motion JPEG) 

	
	
	
	HD Movie:
1920x1080 pixels, 50i (Sensor output is 25p)
 (FSH:17Mbps, GFS:17Mbps/ AVCHD)
1280x 720 pixels, 50p (Sensor output is 25p) (GS:17Mbps, SH:17Mbps/ AVCHD ) 
1280x 720 pixels, 30fps (QuickTime MotionJPEG)

	　
	Continuous recordable time(motion pictures)
	AVCHD with picture quality
	approx. 100 min (GFS/FSH), 110 min (GS, SH)

	　
	　
	MOTION JPEG with picture quality
	approx. 110 min 

	　
	Actual recordable time(motion pictures)
	AVCHD with picture quality
	approx. 50 min (GFS/FSH), 55 min (GS, SH)

	　
	　
	MOTION JPEG with picture quality
	approx. 55 min

	　
	Exposure Parameters
	Exposure
	Program AE

	　
	　
	Exposure Compensation
	1/3 EV step, +/-2 EV

	　
	　
	Backlight Compensation
	Yes  (only in Intelligent AUTO mode)

	　
	
　


	Auto (AE) Bracketing
	1/3 ~1EV step, Max +/-1, 3 frames

	　
	　
	Multi-Aspect
	-

	　
	　
	Light Metering
	Intelligent Multiple

	
	
	ISO Sensitivity
	Auto / i.ISO / 100 / 200 / 400 / 800 / 1600
High Sensitivity mode (ISO 1600-6400)

	　
	　
	Max Auto ISO Setting
	-

	　
	Image Parameters
	Aspect Ratio
	1:1 / 4:3 / 3:2 / 16:9

	　
	　
	Still Picture Recording
	1:1
2992x2992(9M) / 2448x2448(6M EZ) / 1920x1920(3.5M EZ)
 / 1536x1536(2.5M EZ) / 480x480(0.2M EZ)

	　
	　
	　
	4:3
4000x3000(12M) / 3264x2448(8M EZ) / 2560x1920(5M EZ)
/ 2048X1536(3M EZ) / 1600x1200(2M EZ) / 640x480(0.3M EZ)

	　
	　
	　
	3:2
4000x2672 (10.5M) / 3264x2176 (7M EZ) / 2560x1712 (4.5M EZ)
/ 2048x1360 (2.5M EZ) / 640x424 (0.3M EZ)

	　
	　
	　
	16:9
4000x2248 (9M) / 3264x1840 (6M EZ) / 2560x1440(3.5M EZ)
 / 1920x1080 (2M EZ) / 640x360 (0.2M EZ)

	　
	　
	Image Quality 
	Fine / Standard (3D mode: MPO Fine / MPO Standard )

	　
	　
	White Balance
	Auto / Daylight / Cloudy / Shade / Incandescent / White Set

Selectable at Portrait, Soft Skin, Transform, Self-Portrait, Panorama Assist, Sports, Baby, Pet, High Sensitivity, Highspeed Burst, Pinhole, Photo Frame, High Dynamic）

	　
	　
	　
	

	　
	　
	　
	

	　
	　
	　
	　

	　
	　
	Quick Menu
	Yes

	　
	　
	Color Mode / Color Effect
	Standard, Natural, Vivid, Black & White, Sepia, Cool, Warm, Happy

	　
	Others　
	GPS
	Yes

	　
	　
	Compass / Barometer / Altimeter
	Yes / Yes / Yes 

	　
	　
	Motion Deblur
	Yes

	　
	　
	Real-time histogram
	Yes

	　
	　
	Composition Guide line
	Yes (2 pattern)

	　
	　
	Auto Review
	off,1sec, 2sec, Hold

	　
	　
	Optical Zoom in Motion Picture
	Yes

	　
	　
	Macro Zoom
	Yes

	　
	　
	Orientation Detector
	Yes

	　
	　
	Self Timer
	2sec / 10sec

	　
	　
	Focus Icon Select
	Yes (in Face Recognition only)

	Playback
	Display
	Playback Mode　
	Normal Playback, Slideshow, Filtering Playback（Picture Only, Video Only, 3D, GPS, Travel, Category, Favorites), Calendar Playback

	　
	　
	Thumbnails / Zoomed Playback　
	12/30-thumbnails / Yes

	　
	　
	Calendar Display
	Yes

	　
	　
	Set Favorites
	Yes

	　
	　
	Playback Motion Picture
	Yes

	　
	　
	Slideshow Mode
	All / Picture Only / Video Only / 3D / GPS / Travel / Category / Favorites  
BGM Effect (Natural / Slow / Swing / Urban / OFF)

	　
	　
	Show Histogram
	Yes

	　
	Delete
	Delete Image
	Single / Multi / All / All except Favorites

	　
	　
	DPOF Print Setting / Set Protection
	Yes / Yes

	　
	Edit
	Resize / Cropping
	Yes / Yes

	　
	　
	Copy / Title Edit / Text Stamp 
	Yes / Yes / Yes 

	　
	　
	Video Divide
	Yes

	　
	　
	PictBridge Support
	Single / Multi / All / Favorites / DPOF

	Setup
	　
	OSD language
	English, German, French, Italian, Spanish, Polish, Czech, Hungarian, Russian, Chinese (Traditional), Chinese (Simplified), Netherlandic, Thai, Korean, Turkish, Portuguese, Arabic, Persian, Japanese, Swedish, Danish, Finnish, Greek

*Check the website of the Panasonic sales company in your country or region for details on the OSD languages on the products that are available in your market.

	　
	　
	Movie REC Guide
	Yes

	　
	　
	Wind-Cut in Motion Picture
	Yes

	　
	　
	Travel Date / World Time
	Yes / Yes

	Others
	Monitor
	LCD Monitor
	6.7cm (2.7") TFT Screen LCD Display (230K dots), AR Coating

	　
	　
	　
	Field of View : approx. 100% Wide Viewing Angle

	　
	　
	　
	Power LCD mode, AUTO Power LCD mode

	　
	　
	Touch Panel
	No

	　
	Tough
	Water Proof
	12m(IPX8) 

	　
	　
	Dust Proof
	Yes (IPX6)

	　
	　
	Freeze Proof
	-10℃

	　
	　
	Shock Proof
	2m( based on MIL-STD)

	　
	Flash
	Built-in-Flash 
	Auto, Auto/Red-eye Reduction, Forced On, Slow Sync./Red-eye Reduction, Forced Off

	　
	　
	　
	0.3 - 5.6m (Wide/ISO Auto),  0.3 - 3.1m (Tele/ISO Auto)

	　
	Media
	Recording Media
	Built-in Memory, SD Memory Card, SDHC Memory Card, SDXC Memory Card

	　
	　
	Built-in-Memory
	Approx. 19MB

	　
	Audio
	Microphone / Speaker
	Mono / Yes

	　
	Interface
	Interface
	micro HDMI, AV Output (PAL/NTSC), USB2.0 High speed, DC Input (requires optional DC Coupler)

	　
	Network
	Viera Link
	Yes

	　
	　
	HDMI output
	Yes(Auto)

	　
	　
	LUMIX Image Uploader
	Yes

	　
	Power
	Power
	ID-Security Li-ion Battery Pack (3.6V, Minimum: 940mAh) (Included)

	　
	　
	　
	AC Adaptor (Input: 110-240V AC) (Optional)

	　
	　
	Battery life  (approx.)
	310 pictures (CIPA Standard)*1

	　
	Standard Package
	Included Software
	PHOTOfunSTUDIO 6.1 HD Lite Edition
QuickTime
Adobe Reader
Super LoiLoScope ( trial version)

	　
	　
	　
	

	　
	　
	　
	

	　
	　
	Standard Accessories
	Battery Charger, Battery Pack, Brush

	　
	　
	　
	AV cable, USB Cable

	　
	　
	　
	Hand Strap,  CD-ROM


*1

Recording conditions by CIPA standard

• CIPA is an abbreviation of [Camera & Imaging Products Association].

• Temperature: 23 oC (73.4 oF)/Humidity: 50% when LCD monitor is on.

• Using a Panasonic SD Memory Card (32 MB).

• Using the supplied battery.

• Starting recording 30 seconds after the camera is turned on. (When the optical image stabilizer function is set to [AUTO].)

• Recording once every 30 seconds with full flash every second recording.

• Rotating the zoom lever from Tele to Wide or vice versa in every recording.

• Turning the camera off every 10 recordings and leaving it until the temperature of the battery decreases.

• The number of recordable pictures decreases in Auto Power LCD Mode and Power LCD Mode.

*2

• These are standard times taken at a temperature of 23 oC (73.4 oF) and a humidity of 50%.

• The time available for recording varies depending on the environment, the interval between recordings, and the manner of use.

• Actual recordable time is the time available for recording when repeating actions such as switching the power supply [ON] / [OFF], starting/stopping recording, zoom operation etc.

• Motion picture recorded continuously in [MOTION JPEG] is up to 2 GB. Only the maximum recordable time for 2 GB is displayed on the screen.
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Kontakt pro média:
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Phoenix Communication


T: +420 222 510 799 
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