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Párty fotoaparát s dotykovým 3,5“ panelem, 3D a Full HD

Naličte se, upravte stíny, řasenku či rtěnku přímo ve fotoaparátu a v mžiku nahrajte fotky na facebook nebo videa na youtube.

Praha, 25. ledna 2011 – Stylový a elegantní fotoaparát pro mladou generaci, to zdaleka neznamená jen slušivý design. Panasonic Lumix DMC-FX77 nabízí podstatně víc, především velký displej s plně dotykovým ovládáním a bohaté možnosti úpravy (vylepšování) pořízených fotografií. Kromě toho se uživatelé mohou těšit na objektiv s nezvykle širokým ohniskem, špičkový videozáznam v rozlišení Full HD a možnost fotografování ve 3D. To vše se samozřejmou podporou inteligentní automatiky iA. 

Stylový design a ovládání pomocí dotykového displeje

Na elegantním fotoaparátu, který může sloužit i jako svérázný módní doplněk, na první pohled zaujme především rozměrný dotykový displej s úhlopříčkou 8,9 cm, který slouží nejen k náhledu scény a prohlížení fotografií a videozáznamů, ale především k ovládání fotoaparátu. Toto ovládání se zdaleka neomezuje jen na pohyb v menu – dotykem určitého místa na displeji lze vybrat a zaostřit objekt, který chceme fotografovat, dalším dotykem je pak možné stisknout spoušť. Nově se displej používá i k ovládání zoomu. 

Širokoúhlý objektiv a videozáznam v rozlišení Full HD

Lumix FX77 je vybaven kvalitním objektivem LEICA DC VARIO-SUMMARIT s optickým stabilizátorem,  nezvykle širokým ohniskem, pětinásobným optickým zoomem a vysokou světelností f2,5. Rozsah ohniskové vzdálenosti odpovídá 24-120 mm u klasického fotoaparátu. Široké ohnisko se výborně hodí například při fotografování nejrůznějších oslav a společenských akcí v interiérech, případně ke skupinovým záběrům. Kromě běžného fotografování dokáže fotoaparát natáčet i velmi dobré videozáznamy v rozlišení Full HD (1920 x 1080 bodů). Při natáčení lze používat zoom, ke kvalitnímu záznamu slouží technologie Dolby Digital Creator. 

3D fotografie 

S Lumixem FX77 se nemusíte omezovat jen na běžné fotografování, můžete vyzkoušet i 3D snímky. Není k tomu zapotřebí žádné příslušenství, fotoaparát vše zvládne pomocí vlastní optiky. Po přepnutí do 3D režimu pořídíte podle pokynů na displeji několik snímků vybraného motivu z mírně odlišných úhlů a fotoaparát automaticky vybere dva z nich, které nejlépe vyhovují pro 3D zobrazení. 3D fotografie si pak lze prohlížet na kterékoliv 3D televizi. 

Bohaté možnosti úpravy fotografií, např. retuš a líčení 

Nový model je určen především něžnější polovině mladé generace, která ocení i další speciální funkci – rozsáhlé možnosti úprav a vylepšování hotových fotografií. Mladým dámám udělá určitě radost zejména možnost úpravy make-upu, očních stínů či barvy rtěnky, což je díky snadnému ovládání na dotykovém displeji doslova hračka. Už se proto nebudou muset obávat, že by jim to na fotografiích neslušelo. 

Inteligentní automatika a další funkce 

Systém inteligentní automatiky iA nemůže chybět u žádného fotoaparátu řady Lumix. Nedílnou součástí tohoto režimu je inteligentní výběr motivového programu, který podle aktuálních světelných podmínek automaticky zvolí jeden z přednastavených scénických režimů. Systém rozpoznávání tváře si dokáže zapamatovat podobu fotografovaného člověka, a pokud jeho jméno zadáme do fotoaparátu, zobrazí se příště na displeji. Všechny tyto sofistikované funkce se nastavují zcela automaticky, stačí aktivovat příslušný režim. Uživatelé se tak mohou těšit na výjimečně kvalitní snímky, aniž by museli jakkoli pronikat do složité fotografické techniky. 

Mnozí jistě ocení i možnost posílat fotografie a videozáznamy na populární sociální sítě (Facebook, YouTube apod.) bez instalace jakéhokoli softwaru. Stačí připojit fotoaparát k libovolnému počítači například v internetové kavárně a snímky či záznamy odeslat.  

Lumix FX77 se objeví na české scéně ve stříbrné a elegantní černé barvě za maloobchodní cenu přibližně 7 000 Kč.

O společnosti Panasonic

Panasonic Corporation je světovým leaderem ve vývoji a výrobě elektronických produktů pro širokou škálu spotřebitelských, obchodních a průmyslových aplikací. Společnost sídlící v japonské Ósace vykázala za finanční rok končící 31. březnem 2010 čisté konsolidované tržby ve výši 7 420 miliard japonských jenů (zhruba 56.6 miliard euro). Akcie společnosti jsou obchodovány na burzách v Tokiu, Ósace, Nagoji a New Yorku (NYSE: PC). Více informací o společnosti a značce Panasonic najdete na internetových stránkách http://panasonic.net.

DMC-FX77 Specifikace

	Metrics

	Dimensions (W x H x D)
	99.7 x 55.2 x 20.55 mm
 (3.93 x 2.17 x 0.81 in)

	
	Weight
	Approx. 124g without Battery and SD Memory Card (0.28 lb)

	
	　
	Approx. 142g with Battery and SD Memory Card (0.32 lb)

	Optics
	Pixels
	Camera Effective Pixels
	12.1 Megapixels

	　
	Sensor
	Sensor Size / Total Pixels / Filter
	1/2.33-type CCD sensor / 12.5 Total Megapixels / Primary Color Filter

	　
	Lens
	Aperture
	F2.5 - 5.9/  Iris Diaphragm (F2.5 - 8 (W) / F5.9 - 18 (T))

	　
	　
	Optical Zoom
	5x

	　
	　
	Focal Length
	 f=4.3-21.5mm (24-120mm in 35mm equiv.)

	　
	　
	　
	(26-130mm in 35mm equiv. in movie recording)

	　
	　
	Extra Optical Zoom (EZ)
	6.1x (4:3 / 8M), 7.8x (4:3 / 5M), 9.8x (4:3 / under 3M)

	　
	　
	Intelligent Zoom
	6.5x

	　
	　
	Lens
	LEICA DC VARIO-SUMMARIT

	　
	　
	　
	7 elements in 6 groups

	　
	　
	　
	(3 Aspherical Lenses /  5 Aspherical surfaces)

	　
	　
	Optical Image Stabilizer
	MEGA O.I.S.  (Off /On / Active Mode(only for motion picture))

	　
	　
	Digital Zoom
	4x

	　
	　
	　
	( Max. 20.0 x combined with Optical Zoom without Extra Optical Zoom )

	　
	　
	　
	(Max. 39.2 x combined with Extra Optical Zoom)

	　
	Focus
	Focusing Area
	Normal: Wide 50 cm - infinity / Tele 100 cm - infinity

	　
	　
	　
	Macro / Intelligent AUTO/ movie recording: Wide 3 cm - infinity / Tele 100cm - infinity

	　
	　
	Focus Range Display
	Yes

	　
	　
	AF Assist Lamp
	 Yes 

	　
	　
	Focus
	Normal / AF Macro, Zoom Macro, Quick AF,  Continuous AF, AF Tracking, Touch AF/AE

	　
	　
	AF Metering
	Face / AF Tracking / 23pt / 1pt / Spot / Touch Area 

	　
	Shutter
	Shutter Speed
	Still: 8 - 1/4000 sec
Starry Sky Mode : 15, 30, 60sec

	　
	　
	Shutter Interval
	approx. 0.3 sec

	Recording
	iA
	Face Recognition
	Photo

	　
	　
	Optical Image Stabilizer
	Photo / Movie

	　
	　
	Intelligent ISO Control
	Photo

	　
	　
	Face Detection
	Photo / Movie

	　
	　
	Intelligent Scene Selector
	Photo (Portrait, Scenery, Night Portrait, Night Scenery, Sunset, Macro) 
Movie (Portrait, Scenery, Low Light, Macro)

	　
	　
	Intelligent Exposure
	Photo / Movie

	　
	　
	AF Tracking
	Photo / Movie

	　
	　
	Digital Red Eye Correction (Red-Eye Removal)
	Photo

	　
	　
	Intelligent Resolution Technology
	Photo / Movie

	　
	File
	File Format
	Still Image: JPEG(DCF/Exif2.3)

	　
	　
	　
	3D Image: MPO

	　
	　
	　
	Motion picture: AVCHD, QuickTime Motion JPEG

	　
	　
	AVCHD / AVCHD Lite REC
	PAL/NTSC

	　
	Interface
	Mode Switch
	Yes

	　
	Recording Modes
	Mode Dial
	Intelligent Auto, Normal Picture, 3D Photo, SCN, Cosmetic, My Color

	
	
	Still Image Scene Mode
	Portrait, Transform, Self-Portrait, Scenery, Panorama Assist, Sports, Night Portrait, Night Scenery, Handheld Night Shot, Food, Party, Candle Light, Baby1, Baby2, Pet, Sunset, High sensitivity, Hi-Speed Burst(Image priority / Speed priority), Flash Burst, Starry Sky, Fireworks, Beach, Snow, Aerial, Photo Frame

	
	
	Movie Scene Mode
	Portrait, Soft Skin, Transform, Self-Portrait, Scenery, Low Light, Food, Party, Candle Light, Sunset, Beach, Snow, Aerial, Pinhole, Film Grain, High Sensitivity, High Dynamic(Standard, Art, B&W)
(Activated by selecting Still Picture Scene Mode then pressing movie button. Still Picture Scene Modes without corresponding Movie Scene Mode is recorded in Normal Mode)

	
	
	Continuous Shooting Mode
	Full-Resolution Image, 3.7 frames/sec  Max. 7 images

High-speed Burst Mode: approx. 6 frames/sec (image priority

approx. 10 frames/sec (speed priority)                   (recorded in 3M for 4:3, 2.5M for 3:2, 2M for 16:9, 2.5M for 1:1)

	　
	　
	Motion Picture Recording (*2)
	4:3
VGA: 640 x 480 pixels, 30fps (Motion JPEG)

QVGA: 320 x 240 pixels, 30 fps (Motion JPEG)  

	　
	　
	　
	HD Movie
1920x1080 pixels, 50i (Sensor output is 25p)
 (FSH:17Mbps/AVCHD)
1280x 720 pixels, 50p (Sensor output is 25p) (SH:17Mbps/ AVCHD ) 
1280x 720 pixels, 30fps (QuickTime MotionJPEG)

	
	
	
	

	　
	　
	　
	

	　
	Continuous recordable time(motion pictures)
	AVCHD with picture quality
	approx. 60 min (FSH), 65 min (SH)

	　
	　
	MOTION JPEG with picture quality
	approx. 75 min 

	　
	Actual recordable time(motion pictures)
	AVCHD with picture quality
	approx. 35 min (FSH), 38 min (SH)

	　
	　
	MOTION JPEG with picture quality
	approx. 40 min

	　
	Exposure Parameters
	Exposure
	Program AE

	　
	　
	Exposure Compensation
	 1/3 EV step, +/-2 EV 

	　
	　
	Backlight Compensation
	 Yes  (only in Intelligent AUTO mode) 

	　
	
　


	Auto (AE) Bracketing
	1/3 ~1EV step, Max +/-1, 3 frames

	　
	　
	Light Metering
	Intelligent Multiple

	　
	　
	ISO Sensitivity
	Auto / i.ISO / 100 / 200 / 400 / 800 / 1600
High Sensitivity mode (ISO 1600-6400)

	　
	　
	Max Auto ISO Setting
	No

	　
	Image Parameters
	Aspect Ratio
	 1:1 / 4:3 / 3:2 / 16:9 

	　
	　
	Still Picture Recording
	1:1
2992x2992(9M) / 2448x2448(6M EZ) / 1920x1920(3.5M EZ)
 / 1536x1536(2.5M EZ) / 480x480(0.2M EZ)

	　
	　
	　
	4:3
4000x3000(12M) / 3264x2448(8M EZ) / 2560X1920(5M EZ) /
2048X1536(3M EZ) / 1600x1200(2M EZ) / 640x480(0.3M EZ)

	　
	　
	　
	3:2
4000x2672 (10.5M) / 3264x2176 (7M EZ)
/ 2560x1712 (4.5M EZ) / 2048x1360 (2.5M EZ) / 640x424(0.3M EZ)

	　
	　
	　
	16:9
4000x2248 (9M) / 3264x1840 (6M EZ)
/ 2560x1440(3.5M EZ) / 1920x1080 (2M EZ) / 640x360 (0.2M) 

	　
	　
	Image Quality 
	Fine / Standard (3D mode: MPO Fine / MPO Standard )

	
	　
	White Balance
	Auto / Daylight / Cloudy / Shade / Incandescent / White Set
(Selectable at Portrait, Soft Skin, Transform, Self-Portrait, Panorama Assist, Sports, Baby, Pet, High Sensitivity, Highspeed Burst, Pinhole, Photo Frame, High Dynamic）

	　
	　
	Color Mode / Color Effect
	Standard,  Vivid, Natural, Black & White, Sepia, Cool, Warm, Happy

	　
	Others　
	Motion Deblur
	Yes

	　
	　
	Real-time histogram
	Yes

	　
	　
	Composition Guide line
	Yes (2 pattern)

	　
	　
	Auto Review
	off,1sec, 2sec, Hold

	　
	　
	Optical Zoom in Motion Picture
	Yes

	　
	　
	Macro Zoom
	Yes

	　
	　
	Orientation Detector
	Yes

	　
	　
	Self Timer
	2sec / 10sec

	　
	　
	Focus Icon Select
	Yes (in Face Recognition only)

	Playback
	Display
	Playback Mode　
	Normal Playback, Slideshow, Filtering Playback (Picture Only, Video Only, Category, Favorites), Album Playback, Dual Image Playback, Calendar Playback

	　
	　
	Thumbnails / Zoomed Playback　
	12,30-thumbnails / Yes

	　
	　
	Calendar Display
	Yes / Yes

	　
	　
	Set Favorites
	Yes

	　
	　
	Playback Motion Picture
	Yes

	　
	　
	Slideshow Mode
	All / Picture Only / Video Only / 3D / Album / Category / Favorites  
BGM Effect (Natural / Slow / Swing / Urban / OFF)

	　
	　
	Show Histogram
	Yes

	　
	Delete
	Delete Image
	Single / Multi / All / All except Favorites

	　
	　
	DPOF Print Setting / Set Protection
	Yes / Yes

	　
	Edit
	Resize /Cropping
	Yes / Yes

	　
	　
	Copy / Title Edit / Text Stamp 
	Yes / Yes / Yes

	　
	　
	Video Divide
	Yes

	　
	　
	PictBridge Support
	Single / Multi / All / Favorites / DPOF

	Setup
	OSD language
	English, German, French, Italian, Spanish, Polish, Czech, Hungarian, Russian, Chinese (Traditional), Chinese (Simplified), Netherlandic, Thai, Korean, Turkish, Portuguese, Arabic, Persian, Japanese, Swedish, Danish, Finnish, Greek

*Check the website of the Panasonic sales company in your country or region for details on the OSD languages on the products that are available in your market.

	　
	　
	Movie REC Guide
	Yes

	　
	　
	Wind-Cut in Motion Picture
	Yes

	　
	　
	Travel Date / World Time
	Yes / Yes

	Others
	Monitor
	LCD Monitor
	8.8cm (3.5") TFT Full Touch Screen LCD Display (230K dots), AR Coating

	　
	　
	　
	Field of View : approx. 100%

	　
	　
	　
	Power LCD mode, AUTO Power LCD mode, High Angle mode

	　
	　
	Touch Panel
	Yes

	　
	Flash
	Built-in-Flash 
	Auto, Auto/Red-eye Reduction, Forced On, Slow Sync./Red-eye Reduction, Forced Off

	　
	　
	　
	0.6 - 5.9m (Wide/ISO Auto),  1.0 - 2.5m (Tele/ISO Auto)

	　
	Media
	Recording Media
	Built-in Memory, SD Memory Card, SDHC Memory Card, SDXC Memory Card

	　
	　
	Built-in-Memory
	Approx. 70MB

	　
	Audio
	Microphone / Speaker
	Mono / Yes

	　
	Interface
	Interface
	mini HDMI, AV Output (PAL/NTSC), USB2.0 High speed

	　
	Network
	Viera Link
	Yes

	　
	　
	HDMI output
	Yes(Auto)

	　
	　
	LUMIX Image Uploader
	Yes

	　
	Power
	Power
	Li-ion Battery Pack (3.6V, Minimum: 680mAh) (Included)

	　
	　
	　
	AC Adaptor (Input: 110-240V AC) (Optional)

	　
	　
	Battery life  (approx.)
	200 pictures (CIPA Standard)*1

	
	Standard Package
	Included Software
	PHOTOfunSTUDIO 6.0 HD Lite Edition
QuickTime
Adobe Reader
Super LoiLoScope ( trial version)

	
	
	Standard Accessories
	Battery Charger, Battery Pack, Stylus Pen, AV Cable, USB Cable, Hand Strap, CD-ROM


*1

Recording conditions by CIPA standard

• CIPA is an abbreviation of [Camera & Imaging Products Association].

• Temperature: 23 oC (73.4 oF)/Humidity: 50% when LCD monitor is on.

• Using a Panasonic SD Memory Card (32 MB).

• Using the supplied battery.

• Starting recording 30 seconds after the camera is turned on. (When the optical image stabilizer function is set to [AUTO].)

• Recording once every 30 seconds with full flash every second recording.

• Rotating the zoom lever from Tele to Wide or vice versa in every recording.

• Turning the camera off every 10 recordings and leaving it until the temperature of the battery decreases.

• The number of recordable pictures decreases in Auto Power LCD Mode and Power LCD Mode.

*2

・Motion images can be recorded continuously for up to 29 min 59 sec.

・If [Rec Quality] is set to [FSH], and if the surrounding temperature is high, or motion picture is recorded continuously, is displayed, and the recording may be stopped halfway through.
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Kontakt pro média:
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Phoenix Communication
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